CONNECTOR A CABLE CHARACTERISTICS CONNECTOR B
TSHIELD
IMPEDANCE 50 OHMS IMPEDANCE 50 OHMS SHIELDS I — IMPEDANCE 50 OHMS
BODY BRASS NICKEL PLATED JACKET O 2 S I YL GHLORIDE NOMINAL CAPACITANCE 30.8 PFIFOOT BODY BRASS NICKEL PLATED
CONTACT GOLD PLATED DIELECTRIC 285" @ PE MAX OPERATING VOLTAGE | 5,000 VOLTS RMS CONTACT GOLD PLATED
INSULATOR HDPE CENTER CONDUCTOR 868" & (T STRANDS .0296" ) OPERATING TEMPERATURE | -40°C TO +80°C INSULATOR PTFE
GASKET RUBBER
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L W RG213/U BRACKE g

4.600 REF CENTER CONDUCTOR 1.732 REF

BM61000 BM60037

LENGTH OF CABLE ASSEMBLY IS MEASURED FROM
TIP OF CONTACT TO TIP OF CONTACT

BRACKE MANUFACTURING

20 kV PLUG HEAT SHRINK MHV MALE
CONNECTOR A CONNECTOR B
:R@
COMPLIANT
N Part Number Description CAGE / NAGE
- Bracke Manufacturing, LLC BM90515.x* 20 kV Plug to MHV Male, RG213/U 6LOW2
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