'\A/l BNC CONNECTORS BRASS NICKEL PLATED
E CONTACTS GOLD PLATED
R
’L‘ INSULATORS PTFE
L
S froere it TOP NUT MAY BE REMOVED FOR MOUNTING
IMPEDANCE (OHM) 75 BOTTOM NUT MUST NOT BE LOOSENED
OR DAMAGE WILL OCCUR
FREQUENCY RANGE (GHz)| DC -1
VSWR (MAX) 1.40:1 25003 X6
34 pveve—— 1 HOLES REQUIRED
EQ | (WATTS) FOR PANEL MOUNTING
Er:'; PEAK POWER (WATTS) 1000
RR
I' T | ATTENUATION RANGE (dB)| 0 - 42 457 — 667 X 5
AE #6 - 32 UNC - 2B
LS ATTENUATION STEPS (dB) | 1, 2, 3, 6, 10, 20 091 - 300 DEEP X 4
ACCURACY (dB) i?:g :5 TOS\/-I;EE:ALL) r 140 / ‘ J
INSERTION LOSS (dB MAX)| 1.0 = D 4 = 442
OPERATING TEMP. 1 ( ) . 531
RANGE (0 it 920 [ 1-200
| H, 1 2 3 6 10 20 H _d
A Ya 406 —
4 Y
4.067 512 — ~
4.249 — 1.062 |—
5.600
Scale 1/2:1
- Part Number Description CAGE / NAGE
- Bracke ManUfacturing, LLC BM 1 0051 BNC Female, 0-42in1dB Steps — 6L0W2U .
- , PO Box 12319 75 Ohm [Toggle Attenuator, Max VSWR 1.40:1 @ 1 GHz] St Tnohes
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