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CONNECTOR A CABLE CHARACTERISTICS CONNECTOR B

BODY

IMPEDANCE

CONTACT

INSULATOR

50 OHMS

BODY

IMPEDANCE

CONTACT

INSULATOR

50 OHMS

_

BRASS GOLD PLATED

GOLD PLATED

PTFE

BRASS NICKEL PLATED

GOLD PLATED

PTFE

BM93598.**
DescriptionPart Number

Produced By

002

Checked By
Notes

• Bracke Manufacturing, LLC reserves the right to change any specifications at any time in its sole discretion without notice.

• The depiction above was produced by and is the sole property of Bracke Manufacturing, LLC and may not be copied or
reproduced in any manner without Bracke's prior written consent.

• Standard cable length tolerance is 1.5% or 3/8 inches, whichever is greater.
• Replace ** with ANY length in inches.

CAGE / NAGE

1:1

6L0W2

Date Revision

A-01

Inches

 4/30/2026

RoHS
COMPLIANT

_

_
Scale Unit

JACKET

IMPEDANCE

DIELECTRIC

CENTER CONDUCTOR

50 OHMS

.062" Ø PTFE

.020" Ø SILVER PLATED

COPPER COVERED STEEL

NOMINAL CAPACITANCE

SHIELDS

MAX OPERATING VOLTAGE

OPERATING TEMPERATURE

2 SHIELDS TIN FILLED

COMPOSITE / COPPER FOIL

29.5 PF/FOOT

1,500 VOLTS RMS

-40°C TO +105°C

HEAT SHRINK

LENGTH OF CABLE ASSEMBLY IS MEASURED FROM

TIP OF CONTACT TO TIP OF CONTACT

SSMC Plug Right Angle to Reverse Polarity TNC Female

Bulkhead, RG405-Flex-Jacketed [Cable Assemblies]

SOLDER SLEEVE GOLD PLATED

.127" Ø PVC

DIELECTRIC

.062 Ø

JACKET

.127 Ø

SOLID CENTER CONDUCTOR

.020 Ø

BRAID

RG405-FLEX-JACKETED

BRACKE MANUFACTURING

SSMC PLUG

RIGHT ANGLE

CONNECTOR A

BM61642

.288

.520

5/32" HEX

BM61322

REVERSE POLARITY

TNC FEMALE BULKHEAD

CONNECTOR B

RECOMMENDED

MOUNTING HOLE

.480

.510 Ø

11/16"

HEX .4375-28 UNEF-2A

.500-28 UNEF-2A

.140

MAX

PANEL

1.060

014


