CONNECTOR A CABLE CHARACTERISTICS CONNECTOR B

IMPEDANCE 50 OHMS IMPEDANCE 50 OHMS SHIELDS AT D GelAASRY IMPEDANCE 50 OHMS
HOUSING PLASTIC JACKET 110" @ POLYVINYL CHLORIDE | NOMINAL CAPACITANCE 30.8 PFIFOOT HOUSING PLASTIC
INNER CONNECTOR BRASS NICKEL PLATED DIELECTRIC 060" @ PE MAX OPERATING VOLTAGE 2,000 VOLTS RMS INNER CONNECTOR BRASS NICKEL PLATED
CONTACT GOLD PLATED CENTER CONDUCTOR S8 g BARE COPPER OPERATING TEMPERATURE | -40°C TO +85°C CONTACT GOLD PLATED
INSULATOR PTFE INSULATOR PTFE
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LENGTH OF CABLE ASSEMBLY IS MEASURED FROM
TIP OF CONTACT TO TIP OF CONTACT
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COLOR CODE A - JET BLACK CONNECTOR B
CONNECTOR A
RoHS
COMPLIANT
(_/ LMR®|S a registered trademark of Times Microwave Systems
N Part Number Description CAGE / NAGE
- Bracke Manufacturing, LLC B M92978 %% | Fakra Jack Right Angle to®Fakra Jack Color Code A - Jet Black 6LOW2
- ) PO Box 12319 « — | Cable Assembly using LMR-100A Cable Scale Unit
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