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Notes
• Bracke Manufacturing, LLC reserves the right to change any specifications at any time in its sole discretion without notice.

• The depiction above was produced by and is the sole property of Bracke Manufacturing, LLC and may not be copied or
reproduced in any manner without Bracke's prior written consent.
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IMPEDANCE (OHM) 50

DC - 1

VSWR (MAX) 1.40:1

1

-20 to +85RANGE (°C)
OPERATING TEMP.

.5, 1, 2, 3, 6, 10, 20, 20, 20

1.2

HOUSING ALUMINUM

FREQUENCY RANGE (GHz)

(WATTS)
AVERAGE POWER

ATTENUATION RANGE (dB) 0 - 82.5

ATTENUATION STEPS (dB)

   ±0.3 PER STEP

   ±1.5 dB (OVERALL)

INSERTION LOSS (dB MAX)

BNC Female, 0 - 82.5 in .5 dB Steps

50 Ohm [Toggle Attenuator, Max VSWR 1.40:1 @1 GHz]

ACCURACY (dB)

.531

.140

.091

.457 .667 X 8

.252 Ø X 9

HOLES REQUIRED

FOR PANEL MOUNTING

TOP NUT MAY BE REMOVED FOR MOUNTING

BOTTOM NUT MUST NOT BE REMOVED

OR DAMAGE WILL OCCUR

#6 - 32 UNC - 2B

.300 DEEP X 4

.442

.420

7.670

PEAK POWER (WATTS) 1000
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6.068

6.250

.512

1.060

1.200.920
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