'\A/l BNC CONNECTORS BRASS NICKEL PLATED
T
E CONTACTS GOLD PLATED
R
l INSULATORS PTFE
A
L
S froere it TOP NUT MAY BE REMOVED FOR MOUNTING
IMPEDANCE (OHM) 50 BOTTOM NUT MUST NOT BE LOOSENED
OR DAMAGE WILL OCCUR
FREQUENCY RANGE (MHz)| DC - 500
o VSWR (MAX) 1.80:1 470 8 X6 HOLES REQUIRED
LR | AVERAGE POWER 0 FOR PANEL MOUNTING
Eo | WATTS)
$E ATTENUATION RANGE (dB)] 0 - 42
RR .535 .750 X 5
é-:- ATTENUATION STEPS (dB) | 1, 2, 3, 6, 10, 20
fg 1-6 dB STEPS: +.5 PER STEP 1 50 -
soovn | DESTER s rERSTED # - 32 UNC - 28
+3.5 dB (OVERALL) r 1 50 300 DEEP X 4
INSERTION LOSS (dB MAX)| 1.5 | }
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Scale 1/2:1 L./
T Part Number Description CAGE / NAGE
- Bracke ManUfacturlng, LLC BM 1 0046 BNC Female, 0-42in1dB Steps — 6L0W2U .
cale ni
- , PO Box 12319 50 Ohm [Toggle Attenuator, Max VSWR 1.80:1 @ 500 MHz] 5611 Tnohos
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