MATERIALS

PASSIVATED
BODY STAINLESS STEEL
CONTACT GOLD PLATED
INSULATOR PTFE

ELECTRICAL & ENVIRONMENTAL

CHARACTERISTICS
IMPEDANCE 50 OHMS
INSULATION RESISTANCE 5000 MQ
OPERATING FREQUENCY 18 GHz 5/16" HEX / 1020 X2
DIELECTRIC WITHSTANDING
VOLTAGE 1000 Vrms — /K
VSWR TYPICAL 1.25:1 | \/
INSERTION LOSS TYPICAL .06 -J Freq. GHz
o v | S—
OPERATING TEMPERATURE | -65to +165 C° P
>
VOLTAGE RATING 500 VOLTS O 481 625
A
INTERFACE MIL-STD-348 m N ACCEPTS
MIL-STD-202 020 9 X .100
VIBRATION . .
METHOD 204, CONDITION A
METROD 20 - PIN LENGTH 1N
CORROSION METHOD 101, CONDITION B \\/
.065 —{ [— — 223 |=—
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COMPLIANT
Scale 2:1
o Part Number Description CAGE / NAGE
- Bracke Manufacturing, LLC B M 61 1 37 18 GHz SMA Male 2 Hole Panel Mount, Accepts .020" Pin oo __
. cale ni
- , PO Box 12319 50 Ohm [Field Replaceable Connector] o nohes
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