CONNECTOR A CABLE CHARACTERISTICS CONNECTORB
IMPEDANCE 50 OHMS IMPEDANCE 50 OHMS SHIELDS 2 SHIELDS IMPEDANCE 50 OHMS
SILVER PLATED COPPER
114" @ FLUORINATED
HOUSING PLASTIC JACKET S P UORINATER NOMINAL CAPACITANCE 29.0 PFIFOOT HOUSING PLASTIC
INNER CONNECTOR BRASS NICKEL PLATED DIELECTRIC .060" @ PTFE MAX OPERATING VOLTAGE 1,200 VOLTS RMS INNER CONNECTOR BRASS NICKEL PLATED

.0201" @ (7 STRANDS .0067" &

GOLD PLATED

CONTACT GOLD PLATED CENTER CONDUCTOR SILVER CLAD COVERED STEEL OPERATING TEMPERATURE -55°C TO +200°C CONTACT
INSULATOR PTFE INSULATOR PTFE
-~ 846 —| DIELECTRIC
l—rq — SHIELDS — JACKET
| PPN NPT RG316-Double BRACKE It
LG 650 \ ]
FAKRA I% REF CENTER CONDUCTOR FAKRA
CONNECTOR ! 980 REF  |— CONNECTOR
CODEH  puve1762 BMB1754  COPEM
LENGTH OF CABLE ASSEMBLY IS MEASURED FROM
‘ TIP OF CONTACT TO TIP OF CONTACT
[ BRACKE MANUFACTURING |
FAKRA JACK HEAT SHRINK
R CHLF O COLOR CODFélI:RAHJéAle;ER VIOLET
COLOR CODE H - HEATHER VIOLET CONNI-ECTOR B
CONNECTOR A
:R@
COMPLIANT
w Part Number Description CAGE / NAGE
- Bracke Manufacturing, LLC BM94035 %% |Fakra Jack Right Angle to Fakra Jack Color Code H - Heather Violet 6LOW2
- ) PO Box 12319 = = |RG316-Double, Cable Assemblies Scale Unit
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